Article number: 1325.850.626 J Printing possible

Distribution Bin 400 x 300 x H265mm -
Integra

Product specifications  Features

External . S
(LXWixH) 400 x 300 x 265 mm Protects products from pollution and contamination.
Internal Secured transport with seals and strappable lids.
(LXWxH) 330 x 236 x 246 mm
Capacity 18 litre Automation-friendly with a smooth base.
Color Blue Interlocking lid prevents loss and hangs vertically when open.
Handles Solid
) Space-saving stackable and nestable design.
Sidewalls Solid
Material PP Not compatible with the Kaiman range.

Article number
: Y 1325.850.626 External dimensions: 400 mm x 300 mm x 265 mm.

Weight (kg) 1,7 kg
Usable volume: 18 liters.

Temperature
range - 20 to +40
Made from polypropylene (PP).

Bottom Smooth
Max. load Temperature range: -20 °C to 40 °C.
capacity per 27 kg
box
Max. static
stacking load 300 kg
Max. dynamic
stacking load 160 kg
Surface Closed
Load capacity
(kg) 21

uantity per
Q yP 117

pallet
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Description

The Integra Classic 400x300x265mm distribution bin is designed to transport products safely and cleanly. Ideal for non-food
industries, e-commerce, and retail applications. The bin features an interlocking lid to prevent loss and a nestable design to save
space during return transport. Additionally, the distribution bin is automation-friendly with a smooth base suitable for conveyor belts.
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Suitable accessories

&

1325.830.215 1325.830.312

Alternative articles

1329.850.626 1325.851.626 1311.851.626 1310.851.626
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